
SETTING UP YOUR DISPLAY! • SET UP INSTRUCTIONS • SETTING UP YOUR DISPLAY! 

AVOID DAMAGE TO YOUR DISPLAY, USE PROPER SET-UP PROCEDURE. 

Watch for snagged skins, before and during set-up 

MANUALLY RELEASE THE YELLOW AUTO  

LOCK ON EACH SIDE BEFORE BREAKING DOWN 

lock auto 
with manual release 

for added set-up 
security some 
xpressions SNAP! kits 

are equipped with 2 yellow auto X locks. Large 
frames or heavily skinned kits benefit from the 
self locking manual release clips   

The auto X locks do not affect the Quick Set-up of your display, they simply lock by themselves.  

Included on some 3x3 frames, some 10 
quad pyramid frames, all 4x4,  

4x3,and projector frames 

The auto X locks keep your large or heavily skinned display up and 
stable. When it’s time to break down your display SIMPLY UNCLIP both 

connectors, then break down the frames as you would normally! 

Covered by U.S. Patent No. 7,191,555.  Foreign and domestic patents pending.



Select Kits from the Display that Redefined the Pop-Up

Set-up Instructions

Upright Technique



Select Kits from the Display that Redefined the Pop-Up

Set-up Instructions

Floor Technique

Proper Skin Position





Installing the Stabilizing Feet 

The bottom hub on each lowest quad is 
equiped with a black leveling bolt (A) and in Red(fig.1).  Loosen these 
bolts on the side of the quad that will accept the foot.  

Each Foot (B) has a slot (F1) and a hole with slot(F2).  
Set the fully set up frame with leveling bolt (A) loosened on 
top of the foot. One bolt should fit within the hole with slot (F2). 
 The frame should now be standing on its own with the foot 
under it. slide the foot back so the slot (F1) fits under the 
remaining bolt. Now both bolts should be located within 
the slot (F1) and the hole with slot (F2).  

Carefully lift your display enough to tighten the bolt into the  
hub, at the slot (F1) side, and secure the foot against the hub.  
see figure 2.  It is advisable to have a second person stabilize 
the frame during this procedure.  If no one is available to help,  
set your display on the floor with the graphics up.  Install the 
feet  while the frame is safely resting on the floor. 

Carefully lift your display enough to tighten the bolt into the  
hub, at the slot with hole (F2) and secure the foot against the 
hub.  see figure 3.  It is advisable to have a second person stabilize 
the frame during this procedure.  If no one is available to help,  
set your display on the floor with the graphics up.  Install the 
feet  while the frame is safely resting on the floor. 

It is possible to attach two feet, one on top of the other. This 
will give your display added stability in both directions. 
to accomplish this repeat steps 1 - 4 using a second foot and 
facing it in the opposite direction. Figure 4 in step five reflects 
two feet attached to the side of one hub. 
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figure4 Covered by U.S. Patent No. 7,191,555.  Foreign and domestic patents pending.


